
COCKPIT4 Secure connector short 
configuration guide. 

Perquisites: 

¶ A computer in a DMZ with the firewall configured to allow access from the world wide 

web to the DMZ Secure connector component  on port 13020. 

¶ Port 13022 opened from the DMZ computer to the LAN Secure connector component. 

 

Installation: 

1. Obtain the COCKPIT4-Secure Connector installation package. 

2. Start the installation and follow the install wizard. 

Port 13022 

Port 13020 



3.  

4.  



5. 



 
6. When prompt enter the IP address (can be name if applicable) of the LAN component 

Secure Connector. This address is the address as defined in your firewall configuration 

depending if it is a route or a Nat configuration, click OK. 

 
7. Click Finish to end installation. 

Configuration: 

1. Install COCKPIT4-Server on the LAN component Secure Connector and add it as a host in 

the admin console all hosts node, or use an existing host. 



2. Select this host in the admin console network all hosts and the select the services tab, 

check the Secure Connector LAN Component check box and click save. 

 

  



3. To enable the clients service with this connector to the zone you want them to access. 

a. go to the Zones node in the admin console 

b. select zone you want to allow access to 

c. select  the DMZ communicator tab 

d. click add 

e. enter a name and details 

f. select the Zone you want 

g. enter the public IP address and port that users will connect to from the World 

Wide Web.  

h. Click save 

 



i. After a successful connection The client will show that a secure connector is 

available in the site details window.

 

  



Trouble shooting: 

1. To verify your configuration you can follow this simple steps. 

a. From a computer on the World wide web telnet the DMZ component computer 

in port 13020

 
b. From the DMZ Component computer telnet the LAN Secure connector 

component  in port 13022 

 

 


