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Copyright © 2008 Jetro Platforms, Ltd. All rights reserved. 

This document is being furnished by Jetro Platforms for information purposes only to 
licensed users of the Jetro COCKPITTM product and is furnished on as “as is” basis 
without any warranties whatsoever, express or implied. 

COCKPIT is a registered trademark of Jetro Platforms Ltd. Other brand and product 
names are trademarks or registered trademarks of the respective holders. 

Microsoft Windows, Windows NT, Windows 2000, Windows 2003, Windows 2008, 
Windows XP, Windows Vista and other Microsoft products and logos are registered 
trademarks of the Microsoft Corporation. Adobe Acrobat is a registered trademark of 
Adobe Systems Incorporated. 

Other company and brand products and service names are trademarks or registered 
trademarks of their respective holders. 

Information in this document is subject to change without notice and does not 
represent any commitment on the part of Jetro Platforms. The software described in 
this document is furnished under a license agreement. It is against the law to copy or 
use the software except as specifically allowed in the license. 

No part of this document may be reproduced or transmitted in any form or by any 
means, whether electronically or mechanically, including, but not limited to, 
photocopying, recording, or information recording and retrieval systems, without the 
express written permission of Jetro Platforms. 

Initial publication date: June 2008 
For information about Jetro Platforms and our products visit our website at 
http://www.jetroplatforms.com/ 

Or contact us by e-mail at: 

E-mail: info@jetroplatforms.com 
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Jetro COCKPIT Portable Client Packager is a utility that enables 
administrators to create a COCKPIT On Key client executable by 
using pre-configured connection parameters. The Packager 
packages the COCKPIT On Key client into a single executable 
file and creates an "autorun.inf" file that can be placed on a USB 
disk-on-key as well as other portable storage devices. Inserting 
the USB key into a desktop computer will automatically launch 
and run the COCKPIT On Key client according to the pre-
configured parameters (unless the “autorun” function is disabled).  
Removing the USB key from the computer will close the client 
leaving no trace on the host computer. 
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Step 1 – Install the packager utility by running the packager 
utility setup executable. 
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Step 2 – Run the packager utility from the “Start” menu and fill in 
the relevant fields. 
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All the fields are optional, but if left empty upon entering the 
USB device into his/her PC the user will be asked to fill in the 
correct values. Without these parameters the user will not be able 
to connect to the COCKPIT farm. 
Notes: 

�  If "autorun" is disabled on the host machine, the user will have 
to run JP.EXE from the USB key 

�  Some USB disk-on-key devices may require installation of a 
driver on the host machine and/or require the machine to 
restart in order to run 

�  Using USB 1.1 may result in poor performance. 
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�  Selecting a connection through Secure Connector will set the 
default port number to the COCKPIT default for Secure 
Connector. This port number may be inaccessible from various 
environments with less-than-minimal firewall settings. We 
therefore recommend organizations that use COCKPIT On 
Key with Secure Connector to set-up the widely available port 
80 as the Secure Connector port. 
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Insert the USB device with the COCKPIT On Key client into any 
desktop with the above prerequisites. The COCKPIT On Key 
client will automatically start, unless autorun is disabled on the 
desktop. If autorun is disabled the user should open the folder of 
the USB device and double-click on JP.EXE. 
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COCKPIT On Key will connect to any COCKPIT Server version 
3.8.x farm. Please consult the COCKPIT Version 3.8 
Administrator Guide and COCKPIT Version 3.8.2 Release Notes 
for more information. 
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�  Pentium II 

�  128 MB of RAM 

�	
������	
������	
������	
������ ���
�  Windows NT, Windows 2000,  Windows XP or VISTA 
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�  Pentium II 

�  128 MB of RAM 

�  4 MB disk space  
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�  Windows XP or VISTA 
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For information about Jetro Platforms and our products visit our 
website at http://www.jetroplatforms.com/ 
Or contact us by e-mail at: 
E-mail: support@jetroplatforms.com 
 


