A
<GE»
‘/ Jetro

COCKPIT

Administrator

Gulide
£

Ver. 3.8.2

«

o
)




Copyright © 2008 Jetro Platforms, Ltd. All rightsserved.

This document is being furnished by Jetro Platfofmnsnformation purposes only to
licensed users of the Jetro COCKPYTproduct and is furnished on as “as is” basis
without any warranties whatsoever, express or iapli

COCKPIT is a registered trademark of Jetro Platbotitd. Other brand and product
names are trademarks or registered trademark® oéfpective holders.

Microsoft Windows, Windows NT, Windows 2000, Winde®003, Windows 2008,
Windows XP, Windows Vista and other Microsoft prottuand logos are registered
trademarks of the Microsoft Corporation. Adobe Amabis a registered trademark of
Adobe Systems Incorporated.

Other company and brand products and service naregsademarks or registered
trademarks of their respective holders.

Information in this document is subject to changgheut notice and does not
represent any commitment on the part of Jetro éta. The software described in
this document is furnished under a license agreerttéa against the law to copy or
use the software except as specifically allowetthénlicense.

No part of this document may be reproduced or trétsd in any form or by any
means, whether electronically or mechanically,udaig, but not limited to,
photocopying, recording, or information recordinglaetrieval systems, without the
express written permission of Jetro Platforms.

Initial publication date: June 2008
For information about Jetro Platforms and our patslyisit our website at
http://lwww.jetroplatforms.com/

Or contact us by e-mail at:
E-mail: info@jetroplatforms.com

Part No. 4450-H



Preparation INStrUCtiONS........ccvviiiiiie e

HOW IO USE....cooiiiiii s st
Hardware and Software Requirements.........ccccceeeeeeeeeeininnns 8
Jetro COCKPIT SErIVer ......ccccvviiiiiiiiiiiieeeeeee s 8
Jetro COCKPIT On Key Client............c.cuvvvimmemeeeeeeennn. 8
Jetro COCKPIT Client Packager Utility .........cccceeennn. 8

HOW t0 CONTACT US .. ceuiiviiiiiiii e

Jetro COCKPIT Portable Client Packager is a uttliigt enables
administrators to create a COCKPIT On Key clierdaable by
using pre-configured connection parameters. Th&aRps
packages the COCKPIT On Key client into a singlecetable
file and creates an "autorun.inf" file that canpbeced on a USB
disk-on-key as well as other portable storage @svimserting
the USB key into a desktop computer will automatydaunch
and run the COCKPIT On Key client according to phe-
configured parameters (unless the “autorun” fumcisodisabled).

Removing the USB key from the computer will cloge tlient
leaving no trace on the host computer.
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Step 1 — Install the packager utility by running pgackager
utility setup executable.

JRETET
Welcome to the JPClientPackager Setup Wizard (r]

The installer will guide wou through the steps required to install JPClientPackager on pour computer.

WARNING: This computer program is protected by copyright law and international tieaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

Cancel ook [ news |

~lE(x]
License Agreement >,
=5}

Please take a moment bo read the license agreement now. |f you accept the terms below, click "
Agree’’, then "Next'". Othenwize click "Cancel”

FEND*USER LICENSE AGREEMENT FOR JETRO PLATFORMS LTD. SOFTWARE 3

IMPORTANT-READ CAREFULLY:

IThis Jetro End-User License Agreement {"Agreement") is an Agreement
between Customer (either an individual or a single entity) and Jetro
Platfarms Ltd. (“Jetro™) for the Jetro software product identified above, Ll

| Do Mot Agres & | Ages

Cancel < Back | Mext > I




Select Installation Folder

The installer will install JPClientPackager to the following folder.

To installin this folder, click "Next". To install to a different folder, enter it below or click "Browse",

Folder

IC “Program Files' etro Platforms'J PClientPack agers Browse.
Disk Cost...

Install JPClientPack ager for yourself, o for anyone who uses this computer:

" Everyone

& Just me

Cancel < Back | Mest » I
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Step 2 — Run the packager utility from the “Stan&nu and fill in
the relevant fields.

I Jetro Platforms Portable Client Packager 10 =l

File  Help

r— User & Damain

Uszer Mame I[
Domain I

— Client Settings

COCKPIT Server I

™ UseHTTPS

™ Use Secure Connector

Server Port IBD
Resolve Type IF -

# SN $%& "

All the fields are optional, but if left empty upentering the
USB device into his/her PC the user will be askefilltin the
correct values. Without these parameters the udlenat be able
to connect to the COCKPIT farm.

Notes:

If "autorun” is disabled on the host machine, therwill have
to run JP.EXE from the USB key

Some USB disk-on-key devices may require instathatf a
driver on the host machine and/or require the nmacto
restart in order to run

Using USB 1.1 may result in poor performance.




Selecting a connection through Secure Connectbseilthe
default port number to the COCKPIT default for Secu
Connector. This port number may be inaccessibla frarious
environments with less-than-minimal firewall seggnWe
therefore recommend organizations that use COCK®IT
Key with Secure Connector to set-up the widely latédé port
80 as the Secure Connector port.

Insert the USB device with the COCKPIT On Key dianio any
desktop with the above prerequisites. The COCKPHTK®y
client will automatically start, unless autorurdisabled on the
desktop. If autorun is disabled the user shoulahdpe folder of
the USB device and double-click on JP.EXE.
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COCKPIT On Key will connect to any COCKPIT Serversion
3.8.x farm. Please consult tAi®CKPIT Version 3.8
Administrator GuideandCOCKPIT Version 3.8.2 Release Notes
for more information.

Pentium Il
128 MB of RAM

Windows NT, Windows 2000, Windows XP or VISTA

Pentium I
128 MB of RAM
4 MB disk space

Windows XP or VISTA
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